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Abstract. Further growth in renewable energy and planned electrification and decentralization of transport 
and heating loads in future power systems will result in a more complex unit commitment problem (UCP). 
This paper proposes an adaptive approach to load leveling problem using novel dynamic models based on 
the Volterra integral equations of the first kind with piecewise continuous kernels. This approach employs a 
direct numerical method. The considered collocation-type numerical method has the second-order accuracy 
and enjoys self-regularization properties, which is associated with confidence levels of system demand. This 
adaptive approach is suitable for energy storage optimization in real time. The efficiency of the proposed 
methodology is demonstrated on the Single Electricity Market of the Island of Ireland.  
1 Introduction 
Development of reliable methods for optimized energy 
storage and generation is one of the most imminent 
challenges in modern power systems.   
The traditional least-cost dispatch of available 
generation based on partial differential equations to meet 
load will no longer be fit for the purposes for a number 
of reasons, including further decentralization of power 
systems (including transport and heating loads) and 
renewable energy use. A number of alternative methods 
have been examined to solve this challenging problem. 
For example, Lagrangian relaxation, mixed integer linear 
programming, particle swarm optimization, evolutionary 
methods, and genetic algorithms, [1]. These methods 
have many advantages and disadvantages  compared to 
the traditional approach. However, they have not been 
applied by industry due to the complicated heuristics and 
computational constraints. The increasing complexity of 
the UCP can be seen in power systems with large wind 
penetrations. Several European countries, such as 
Germany, Spain, Denmark, and Ireland, have already 
reached a high level of installed wind power, while 
others such as China and the USA are showing fast rates 
of development. For example, wind farms in Eastern 
Germany during strong wind conditions can supply up to 
12 GW, which is more than all of the coal- and gas-fired 
power plants in that part of the country combined. The 
Irish transmission system operator (TSO), currently 
restricts the instantaneous proportion of total generation 
allowed from non-synchronous sources, such as wind 
turbines, to 50 % maximum, in order to maintain 
sufficient system inertia [2]. This can result in wind 
curtailment at any time, for example during high wind 
speeds and low electricity demand or during sudden high 
speeds (i.e. ramps) during periods of high electricity 
demand, to maintain system stability. This has an 
economic impact on the power system with increased 
operational costs through additional grid balancing 
charges. Thus , large-scale integration of wind power is 
challenging in terms of power system management. This 
increase in the overall cost of the produced energy limits 
the benefits of using renewable energy resources. 
A way of reducing the uncertainty associated with 
wind power production is to use forecasting tools. Wind 
power and load forecasting, over lead times of up to 48 
hours, are useful for the market operator to create day-
ahead unit commitment and economic dispatch 
schedules. Many TSOs also use shorter-term wind 
forecasts to draw upon system reserves for short-term 
balancing. Increasing the value of wind generation 
through the improvement of prediction systems 
performance is recognized as one of the priorities in 
wind energy research for the coming years. In fact, a 
reduction   in the forecast errors by a fraction of a 
percent can lead to a substantial increase in trading 
profits. For example, according to [3, 4], an increase of 
only 1% in forecast error caused an increase of 10 
million pounds in operating costs per year for one 
electric utility in the UK.  
The unit commitment problem for optimized energy 
storage and generation  has attracted many researchers in 
the last decade. It involves solving various problems 
including energy loss minimization, load leveling (peak 
load shaving/shifting), load forecasting and overall 
energy infrastructures management. In [5], a 
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methodology for an optimal placement of energy storage 
is designed for energy loss minimization through peak 
shaving in the presence of renewable distributed 
generation. The agent-based distributed control scheme 
for real-time peak power shaving is proposed in [6]. A 
price-based control system in conjunction with energy 
storage is analyzed in [7] for two applications: space 
heating in buildings and domestic freezers. It is shown 
that savings of up to 62.64% per day can be achieved 
based on New Zealand electricity rates. The review of 
China coal-fired power units peak regulation with a 
detailed presentation of the installed capacity, peak 
shaving operation modes and support policies is given in 
[8].      The authors of [9] cover the life cycle cost 
analysis of various energy storage technologies such as 
pumped hydropower storage, compressed air energy 
storage, flywheel, electrochemical batteries 
supercapacitors, and hydrogen energy storage. An 
analysis of time-of-use energy cost management using 
distributed electrochemical storages and optimum 
community energy storage system are correspondingly 
given in [10] and [11]. An optimized model of hybrid 
battery energy storage system based on the cooperative 
game model is proposed in [12]. In [13]  , the 
effectiveness of wind turbine, energy storage, and 
demand response programs in the deterministic and 
stochastic circumstances and influence of uncertainties 
of the wind, price, and demand are assessed in the 
Energy Hub planning. It is worth noting that UCP solver 
is an integral part of Energy Hub which manages 
interconnection of heterogeneous energy infrastructures, 
including renewable energy resources.      
This paper presents a methodology developed to 
solve the UCP using  the systems of Volterra integral 
equations (VIE) of the first kind considering future 
power systems with battery energy storages of various 
efficiencies using load forecasts over lead times of 24 
hours. These integral equations efficiently solve such an 
inverse problem given both the time-dependent 
efficiencies and the availability of generation/storage 
technologies.   The state-of-the-art short-term forecasting 
methods can be found in [14]. In [15], the authors 
discuss the state-of-the-art short-term electric load 
forecasting methods. Power load can be forecast using 
many different techniques such as classical statistical 
methods of time series analysis, regressive models or 
methods based on artificial intelligence. The state-of-the-
art machine learning algorithms include Random Forest 
(RF) [16], Gradient Trees Boosting (GTB) [17] and 
SVM with a radial kernel (SVM RK) [18]. In this case , 
time series like approach was applied, i.e. it is assumed 
that there are relationships between the recently obtained 
values and future load values. 
Volterra equations naturally take into account the 
evolutionary character of power systems. The kernels of 
employed equations have jump discontinuities along the 
continuous curves starting at the origin. Such piecewise 
continuous kernels K(t,s) take into account both 
efficiencies of the different storing technologies and 
their proportions (which could be time-dependent) in the 
total power generation. Efficiencies of the different 
storages [9] may depe nd not only on their age and use 
duration (correspondingly defined by variables  t and s) 
but also on the state of charge. This can be examined 
using nonlinear VIE.  In this paper, we demonstrate how 
these novel models can be applied to solve the load 
leveling problem.  
This paper is structured into four sections. Section I 
presents the background on VIE. Section II develops the 
VIE for the UCP. Section III describes the results of the 
numerical experiments on real data from the Irish test 
system. Section IV draws a brief conclusion 
2 Volterra model 
The proposed collocation-type numerical method has the 
second-order accuracy and enjoys self-regularization 
properties as mesh step is associated with confidence 
levels of system demand. The proposed approach is 
suitable for energy storage control in real time. 
Studies of linear Volterra integral equations of the 
first kind with piecewise continuous kernels (1) were 
initiated in [20, 21] and pursued in [19], [22–25] 
followed by monograph [15]. In general, VIE of the first 
kind can be solved by reduction of the equations of the 
second kind.  The regularization algorithms developed 
for Fredholm equations can also be applied, as well as 
direct discretization methods. On the other hand, it is 
known that solutions to integral equations of the first 
kind can be unstable and this is a well known ill-posed 
problem. This is due to the fact that the Volterra operator 
maps the considered solution space into its narrow part 
only. Therefore, the inverse operator is not bounded and 
it is necessary to assess the proximity of the solutions 
and the proximity of the right-hand side using different 
metrics: the proximity of the right-hand side should be in 
a stronger metric. Moreover, as shown in [15], solutions 
to the VIE can contain arbitrary constants and can be 
unbounded as t → 0. The problems of existence, 
uniqueness and asymptotic behavior of VIE solutions are 
explored in [20, 21, 24]. 
The theory of integral models of evolving systems 
was initiated by L. Kantorovich [26], R. Solow [27] and 
V. Glushkov [28] in the mid-20th century. It is well 
known that Solow publication [27] on vintage capital 
model led him to the Nobel prize in 1987 for his analysis 
of economic growth. 
Such a  theory leads to the VIEs of the first kind 
where bounds of the integration interval can be functions 
of time. These models take into account the memory of a 
dynamical system when its past impacts its future 
evolution. The memory is implemented in the existing 
technological and financial structure of physical capital 
(equipment). The memory duration is determined by the 
age of the oldest capital unit (e.g. storages) still 
employed. There are several approaches to numerically 
solving VIE of the first kind. One of them is to apply 
classical regularizing algorithms developed for Fredholm 
integral equations of the first kind [29]. However, the 
problem reduces to solving algebraic systems of 
equations with a full matrix, an important advantage of 
the VIE is lost and there is a significant increase in 
arithmetic complexity of the algorithms. The second 
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approach is based on a direct discretization of the initial 
equations. Here one may face an instability of the 
approximate solution because of errors in the initial data 
(load forecast). The regularization properties of the 
direct discretization methods are optimal in this sense, 
where the discretization step is the regularization 
parameter associated with the error of the source data 
(load forecast error upper bound). The detailed 
description of regularizing direct numerical algorithms is 
given in [29]. It is worthwhile to note that  it is very 
difficult to apply these algorithms to solve equation (1) 
in the form of (3) because of the kernel discontinuities 
(2). The adaptive mesh should depend on the curves of 
the jump discontinuity for each number N of divisions of 
the considered interval and, therefore, this mesh cannot 
be linked to the errors in the source data. It is necessary 
to correctly approximate the integrals. 
It is worth noting that the load leveling problem in 
UCP has no such luxury as discretization step control 
because source data are measured using the fixed step 
only. Therefore, Lavrentiev regularization [29, 30] using 
parameter α (Table 1) is employed. 
The object of interest is the following integral 
equation of the first kind 
            ∫  𝑡𝑡0 𝐾𝐾(𝑡𝑡, 𝑠𝑠)𝑥𝑥(𝑠𝑠)  𝑑𝑑𝑠𝑠 = 𝑓𝑓(𝑡𝑡), 𝑡𝑡 ∈ [0,𝑇𝑇], (1) 
where the kernel 𝐾𝐾(𝑡𝑡, 𝑠𝑠) is discontinuous along 
continuous curves 𝛼𝛼𝑖𝑖(𝑡𝑡), 𝑖𝑖 = 1,2, … ,𝑛𝑛 − 1, and is of the 
form 






𝐾𝐾1(𝑡𝑡, 𝑠𝑠), 𝛼𝛼0(𝑡𝑡) < 𝑠𝑠 < 𝛼𝛼1(𝑡𝑡);
𝐾𝐾2(𝑡𝑡, 𝑠𝑠), 𝛼𝛼1(𝑡𝑡) < 𝑠𝑠 < 𝛼𝛼2(𝑡𝑡);
⋯
𝐾𝐾𝑛𝑛(𝑡𝑡, 𝑠𝑠), 𝛼𝛼𝑛𝑛−1(𝑡𝑡) < 𝑠𝑠 < 𝛼𝛼𝑛𝑛(𝑡𝑡). (2) 
Here 𝛼𝛼0(𝑡𝑡) ≡ 0, 𝛼𝛼0(𝑡𝑡) < 𝛼𝛼1(𝑡𝑡) < ⋯ < 𝛼𝛼𝑛𝑛(𝑡𝑡) ≡ 𝑡𝑡,
𝑓𝑓(0) = 0. It is assumed that  the kernels 𝐾𝐾𝑖𝑖(𝑡𝑡, 𝑠𝑠) and the 
right-hand side 𝑓𝑓(𝑡𝑡) in the equation (1) are continuous 
and sufficiently smooth functions. The functions 
𝛼𝛼𝑖𝑖(𝑡𝑡) ∈ 𝒞𝒞1[0,𝑇𝑇] are not decrescent. Moreover 𝛼𝛼′1(0) ≤




𝐾𝐾1(𝑡𝑡, 𝑠𝑠)𝑥𝑥(𝑠𝑠)  𝑑𝑑𝑠𝑠 + �  𝛼𝛼2(𝑡𝑡)
𝛼𝛼1(𝑡𝑡) 𝐾𝐾2(𝑡𝑡, 𝑠𝑠)𝑥𝑥(𝑠𝑠)  𝑑𝑑𝑠𝑠 + ⋯ 
       ⋯+ ∫  𝑡𝑡𝛼𝛼𝑛𝑛−1(𝑡𝑡) 𝐾𝐾𝑛𝑛(𝑡𝑡, 𝑠𝑠)𝑥𝑥(𝑠𝑠) 𝑑𝑑𝑠𝑠 = 𝑓𝑓(𝑡𝑡),  (3)  𝑡𝑡 ∈ [0,𝑇𝑇]. 
The mesh nodes are introduced (not necessarily 
uniform) to construct a numeric solution to  equation (3) 
on the interval [0,𝑇𝑇] (if the unique continuous solution 
exists) 0 = 𝑡𝑡0 < 𝑡𝑡1 < 𝑡𝑡2 < ⋯ < 𝑡𝑡𝑁𝑁 = 𝑇𝑇, ℎ = max
𝑖𝑖=1,𝑁𝑁(𝑡𝑡𝑖𝑖 −
𝑡𝑡𝑖𝑖−1) = 𝒪𝒪(𝑁𝑁−1). The approximate solution is 
determined as the following piecewise linear function 
𝑥𝑥𝑁𝑁(𝑡𝑡) = ∑  𝑁𝑁𝑖𝑖=1 �𝑥𝑥𝑖𝑖−1 + 𝑥𝑥𝑖𝑖−𝑥𝑥𝑖𝑖−1𝑡𝑡𝑖𝑖−𝑡𝑡𝑖𝑖−1 (𝑡𝑡 − 𝑡𝑡𝑖𝑖−1)� 𝛿𝛿𝑖𝑖(𝑡𝑡), (4) 
𝑡𝑡 ∈ (0,𝑇𝑇],   
where   𝛿𝛿𝑖𝑖(𝑡𝑡) = �1,  𝑓𝑓𝑓𝑓𝑓𝑓   𝑡𝑡 ∈ Δ𝑖𝑖 = (𝑡𝑡𝑖𝑖−1, 𝑡𝑡𝑖𝑖].0,  𝑓𝑓𝑓𝑓𝑓𝑓   𝑡𝑡 ∉ Δ𝑖𝑖 .  
The coefficients 𝑥𝑥𝑖𝑖 , 𝑖𝑖 = 1,𝑁𝑁 of the approximate 
solution for 𝑥𝑥0 = 𝑥𝑥(0) 
                    𝑥𝑥0 = 𝑓𝑓′(0)∑  𝑛𝑛𝑖𝑖=1𝐾𝐾𝑖𝑖(0,0)[𝛼𝛼′𝑖𝑖(0)−𝛼𝛼′𝑖𝑖−1(0)] (5) 
and for 𝑥𝑥1 = 𝑥𝑥(𝑡𝑡1) 
       𝑥𝑥1 = 𝑓𝑓1
∑  𝑛𝑛𝑖𝑖=1 (𝛼𝛼𝑖𝑖(𝑡𝑡1)−𝛼𝛼𝑖𝑖−1(𝑡𝑡1))𝐾𝐾𝑖𝑖�𝑡𝑡1,𝛼𝛼𝑖𝑖(𝑡𝑡1)+𝛼𝛼𝑖𝑖−1(𝑡𝑡1)2 � (6) 
and for 𝑥𝑥𝑘𝑘 = 𝑥𝑥(𝑡𝑡𝑘𝑘), 𝑘𝑘 = 1, … ,𝑁𝑁 
 𝑥𝑥𝑘𝑘 = 𝑥𝑥𝑘𝑘−1 + �fk − xk−1 ∫  tktk−1 K(tk, s) ds −          −∑  k−1j=1 (xj−1 ∫  tjtj−1 K(tk, s)  ds + 
      + xj-xj-1tj-tj-1 ∫  tjtj-1 (s-tj-1)K(tk, s)  ds)� / 
                � 1
𝑡𝑡𝑘𝑘−𝑡𝑡𝑘𝑘−1
∫  𝑡𝑡𝑘𝑘𝑡𝑡𝑘𝑘−1 (𝑠𝑠 − 𝑡𝑡𝑘𝑘−1)𝐾𝐾(𝑡𝑡𝑘𝑘, 𝑠𝑠)  𝑑𝑑𝑠𝑠�.          (7) 
The integrals in (7) can be approximated using the 
midpoint quadratures based on auxiliary mesh nodes so 
that the values of the functions 𝛼𝛼𝑖𝑖(𝑡𝑡𝑗𝑗) are a subset of the 
set of this mesh points at each particular value of 𝑁𝑁. The 
error of this approximation method is 𝜀𝜀𝑁𝑁 =∥ 𝑥𝑥(𝑡𝑡) −
𝑥𝑥𝑁𝑁(𝑡𝑡) ∥𝐶𝐶[0,𝑇𝑇]= 𝒪𝒪(1/𝑁𝑁2). 
3 Results of numerical experiments on 
real data 
In order to evaluate the proposed load leveling method, 
the power load time series are taken from the Single 
Electricity Market of the Island of Ireland (SEM) [31]. 
The time interval is one week from 25.04.2016 till 
01.05.2016. It is assumed that part of the batteries is 
eventually removed from service causing efficiency 
reduction up to 15%. This phenomen on is described 
below by the coefficients of the Volterra kernel. 
3.1 Load forecasting 
The RF, GTB and SVM RK are evaluated to obtain a 
high accuracy model for power load forecast, which is an 
integral part of our approach. In order to make 24-hour- 
ahead forecast 6 load values and a day of the week were 
used as the most informative features. Feature 
importance was estimated based on RF Gini index [16]. 
The models' parameters were obtained using repeat ed 
cross-validation. RFs were used with 𝑚𝑚𝑡𝑡𝑓𝑓𝑚𝑚 = 5 and 150 
trees. In the case of GTB 200 trees were employed with 
𝑖𝑖𝑛𝑛𝑡𝑡𝑖𝑖𝑓𝑓𝑖𝑖𝑖𝑖𝑡𝑡𝑖𝑖𝑓𝑓𝑛𝑛.𝑑𝑑𝑖𝑖𝑝𝑝𝑡𝑡ℎ = 10, 𝑠𝑠ℎ𝑓𝑓𝑖𝑖𝑛𝑛𝑘𝑘𝑖𝑖𝑟𝑟𝑖𝑖 = 0.1 and 
𝑚𝑚𝑖𝑖𝑛𝑛𝑓𝑓𝑚𝑚𝑠𝑠𝑖𝑖𝑛𝑛𝑛𝑛𝑓𝑓𝑑𝑑𝑖𝑖 = 10. As for SVM, the parameters were 
selected as 𝑠𝑠𝑖𝑖𝑟𝑟𝑚𝑚𝑖𝑖 = 0.4428387 and 𝐶𝐶 = 128. The 
performance of the methods was assessed using the 
mean absolute error (MAE) and root mean square error 
(RMSE). 
Fig. 1 shows an actual load and its forecasts with a 
24-hour lead interval for SEM. Here the solid green 
curve shows base generation (without storage), the solid 
blue curve stands for actual load, the green dotted line 
corresponds to an  RF-based forecast, the SVM forecast 
is marked with a dashed red line, black dashed dots stand 
for GTB. All exploited methods show similar errors. 
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 Fig. 1. Load forecasts with a 24 -hour lead interval, actual load 
(blue curve) and available base generation (dark green line) for 
SEM 
3.2 Load leveling 
For the sake of simplicity, the single virtual grid energy 
storage unit is considered. This unit consists of three 
components of various efficiencies. We model this 
process using VIE (1) with piecewise continuous kernel 
𝐾𝐾(𝑡𝑡, 𝑠𝑠) = �1, 0 < 𝑠𝑠 < 𝑡𝑡/4,0.9, 𝑡𝑡/4 < 𝑠𝑠 < 3𝑡𝑡/4,0.85, 3𝑡𝑡/4 < 𝑠𝑠 < 𝑡𝑡,   𝑡𝑡 ∈ [0,𝑇𝑇]. (8) 
Here coefficients 1, 0.9 and 0.85 correspond to 
100%, 90% and 85% efficiencies for the storage 
components, see e.g. [9]. Integration limits define time 
share of each component contributing to the 
charge/discharge strategy. 
We ignore distribution system losses and do not take 
into account the storage unit location and grid topology. 
Table 1.  Charge/discharge errors for various α using SVM 
forecast for SEM  
   SVM   SVM with 
𝛼𝛼 = 0.4217   SVM with 𝛼𝛼 = 0.9998 
RMSE   194.6   142.48   145.52 
MAE   129.09   95.64   107.62 
Fig. 2 shows charging/discharging strategies using 
various 24-hour forecasts and actual data for SEM. Here 
the bars mark the strategy based on actual load, the green 
dotted curve shows the strategy using an RF forecast, the 
SVM based forecast strategy is marked with a dashed 
red line, black dashed dots stand for GTB. The curves 
show the strategies defined using Lavrentiev 
regularization parameter 𝛼𝛼 = 0.4217 (obtained 
manually). 
 
Fig.2. Charge/discharge strategies using various 24- hour 
forecasts compared with actual data based benchmark strategy 
(bars) for SEM 
4 Conclusions 
This paper presents the first multi-vector energy analysis 
for the interconnected energy systems of Great Britain 
and Ireland. 
A novel mathematically grounded approach to the 
load leveling problem is proposed using Volterra models 
and tested on the Single Electricity Market of the Island 
of Ireland. Such evolutionary models take into account 
both the time-dependent efficiency and the availability 
of generation/storage of each energy storage technology 
in the power system. The SEM is a power system with 
high wind power penetration and much unpredictability 
due to the inherent variability of wind. The problem of 
efficient charge/discharge strategies is reduced to sol 
ving integral equations and their systems. The numerical 
methods are proposed for such equations to find the 
available storage dispatch schedules. The proposed 
method is applied to real data demonstrating its 
effectiveness. More accurate prediction can be achieved 
by including more representative features and handling 
concept drift as suggested in [32]. Our current research 
addresses load leveling given the location of storages 
and state of the load influence on the storage efficiency 
modeled using the nonlinear VIE. 
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